












Printing through the RIP
When setting up the design in your art program you will want to use a swatch that is 100% black or a Pantone Spot 
color from your spot color pallet for solid prints. We highly recommended becoming familiar with how spot colors 
work in your particular art program. By adjusting the slider on your color swatch to less than 100% the print will 
automatically halftone on your �lm. 

Opening the Pantone spot colors in Adobe Illustrator from your swatch pallet. Design your art with 
swatches from any of the spot color books and each spot color will be available for output. 



With the artwork complete and ready to print open your print dialog box. It should look something like this.

General Tab
For Printer choose the SC-T31700x (PrintFab)
For Media Size choose the preset paper size that matches your document size. 

Next go to the Output Tab
For mode choose:  Separations, UP Right Reading, Positive (unless you need a negative print).
Choose which colors you want to print. The printer icon next to the color designates which colors will print. PrintFab 
will automatically override the Frequency and angle settings shown here unless you change the “Halftone Screen 
Mode” in PrintFab under the options tab to “Multi-Black Prehalftoned”. With this enabled you can use the frequency 
and angle settings from your art program.  



Next click on the Setup button.  Choose one of the presets you previously setup. Failure to choose a preset will cause 
the printer to print really fast and light

Click print to exit this screen then click print on the print dialog screen to send the job to the printer.




